COMMERCIAL
ADA DOOR

AVAILABLE HEIGHTS AVAILABLE WIDTHS
6'8",7'0" OR 8’0" 30", 3'6"*, 4'0"*

DRS11 DRS1170 DRS1180

LowE / Sound Barrier* LowE / Sound Barrier* LowE / Sound Barrier*

Plastpro’s Commercial ADA Series complies with official ADA
standards, offering accessible, durable, and attractive products
suitable for public venues. These models feature extended top
and bottom rails and added reinforcement to accommodate and
support necessary hardware. Available in three heights, these
functional doors also provide abundant natural light through the

flush glazed glass full lite.

* Special Order

FEATURES & BENEFITS

© REINFORCED STILES
For Panic Bar hardware and Exit Rim devices.

© 6.5" TOP RAIL

Accommodates regular and parallel arm closures

(3) 5.5”" FACE STILES
Accommodates all types of commercial hardware
(including 2-3/4" backset 161 prep and mortise locks).

o BOTTOM RAIL TO ACCOMODATE 10” KICK PLATE
To protect your door and enhance accessibility, this 10.50"

bottom rail allows the installation of a kick plate, up to 10" tall.

© REMOVABLE GLASS STOP
Switch the glass as needed without changing the entire door.
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